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Timing On A 4933 Mitsubishi

Timing on a 4G33 Mitsubishi: Everything You Need to Know

timing on a 4933 mitsubishi engines is a crucial aspect that every owner or
mechanic

should understand to maintain optimal performance and avoid costly repairs. The 4G33
engine, a member of Mitsubishi?s acclaimed 4G3 series, is known for its reliability and
e?ciency, but like all internal combustion engines, it relies heavily on precise timing to
function correctly. Whether you?re tuning, repairing, or simply curious about your 4G33,
understanding the timing mechanism can save you headaches and keep your vehicle
running smoothly.

Understanding the Basics of Timing on a 4G33 Mitsubishi

Timing in an engine refers to the synchronization of the crankshaft and camshaft(s) to
ensure that the valves open and close at the right moments during the piston?s
movement. In the 4G33 Mitsubishi engine, correct timing is essential for optimal
combustion, power output, and fuel e?ciency.

The 4G33 is a SOHC (Single Overhead Camshatft) inline-4 engine, commonly found in
various Mitsubishi models from the 1970s and 1980s. This design means the camshaft
controls the opening and closing of the intake and exhaust valves, and its rotation must

be perfectly synced with the crankshaft?s position.
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Why Timing Matters in the 4G33

Incorrect timing can lead to several engine problems, including:

Poor fuel economy due to ine?cient combustion

Loss of power and acceleration

Engine mis?res or rough idling

Increased emissions

Potential engine damage from valve and piston collisions

By ensuring the timing is set correctly, you maximize the engine?s lifespan and
performance.

How Timing Works on the 4G33 Engine

The timing mechanism in the 4G33 Mitsubishi consists primarily of the timing belt (or
chain in some variants), the crankshaft sprocket, and the camshaft sprocket. The timing
belt transfers rotational force from the crankshaft to the camshaft, ensuring the camshatft
turns at half the speed of the crankshatft.

Identifying Timing Marks on the 4G33

One of the ?rst steps in setting or checking timing on a 4G33 is locating the timing marks.
These marks are etched or stamped onto the sprockets and engine block.

**Crankshaft Timing Mark:** Usually found on the crankshatft pulley or sprocket, this
mark aligns with a reference point on the engine block, often a notch or pointer.
*Camshaft Timing Mark:** Located on the camshaft sprocket, this mark aligns with

a corresponding mark on the cylinder head or timing cover.
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Proper alignment of these marks ensures the engine?s valves open and close at the
correct points relative to the piston positions.

Step-by-Step Timing Procedure

Setting the timing on a 4G33 involves several key steps:

**Remove necessary components:** This often includes the timing belt cover, fan,

and belts to access the timing belt and sprockets.

**Rotate the crankshaft:** Use a wrench to turn the crankshaft pulley until the

timing mark on the crankshatft aligns with the top dead center (TDC) mark on the
engine block. This is when cylinder 1 is at the top of its compression stroke.
**Align the camshaft:** Rotate the camshaft sprocket so its timing mark aligns with
3.

the corresponding mark on the cylinder head or timing cover.

**Install or check the timing belt:** If installing a new belt, ensure it is properly

4.

tensioned and the marks remain aligned during installation. If checking, verify no
slippage has occurred.

**Double-check alignment:** Rotate the crankshaft two full revolutions and recheck

Vol. 2023, Issue 4



timing on a 4933 mitsubishi Reference Vol. 2023, Issue 4

timing marks to con?rm correct setup.

Common Issues Related to Timing on a 4G33 Mitsubishi

Even with proper initial setup, timing on a 4G33 Mitsubishi can go awry over time due to
wear and tear or maintenance lapses.

Timing Belt Wear and Replacement

The timing belt is a wear item and should be replaced at recommended intervals, typically
every 60,000 to 90,000 kilometers (37,000 to 56,000 miles). A worn or stretched belt can
lead to timing drift, causing the camshatft to fall out of sync with the crankshaft. In worst
cases, a broken timing belt will cause the valves to collide with pistons, resulting in severe
engine damage.

Regular inspection for cracks, fraying, or glazing on the belt surface can help prevent
unexpected failures.

Tensioner and Pulley Issues

Besides the belt itself, the tensioner and idler pulleys play vital roles in maintaining proper
timing tension. A failing tensioner can cause slack in the belt, leading to skipped teeth on
the sprockets. This can cause misalignment and engine performance problems.

Listening for unusual noises, such as squeals or rattles near the timing cover, can be an
early warning sign of tensioner issues.

Advanced Tips for Maintaining Proper Timing on a 4G33

Mitsubishi

For enthusiasts or those performing DIY maintenance, here are some additional tips to
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keep timing on your 4G33 spot on.

Use Quality Replacement Parts

OEM or high-quality aftermarket timing belts, tensioners, and pulleys provide better
durability and ?tment. Cheap or inferior parts may wear out quickly or not ?t perfectly,
risking timing issues.

Check Timing During Other Maintenance

Whenever you perform major engine services such as water pump replacement or
cylinder head work, it?s wise to inspect and, if necessary, reset the timing. Since many
water pumps on the 4G33 are driven by the timing belt, replacing the pump often means
removing the belt anyway.

Consider Timing Light for Ignition Timing

While mechanical timing alignment is crucial, ignition timing also plays a role in overall
engine performance. Using a timing light can help verify that the spark is ?ring at the
correct moment relative to the piston position. This is especially important if you?ve made
modi?cations or if the engine runs poorly despite correct mechanical timing.
Understanding Timing Speci?cations for the 4G33

Each engine has speci?c timing speci?cations, including the exact alignment points and
belt tension settings. For the 4G33 Mitsubishi:

The crankshaft timing mark typically aligns at the *TDC (Top Dead Center) of the

number one cylinder**.
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The camshaft mark should align with a designated pointer on the cylinder head or

timing cover.

Timing belt tension should be set to manufacturer speci?cations, ensuring neither

too loose (risking slippage) nor too tight (causing premature wear).

Consulting the factory service manual for your speci?c model year is advisable to get
precise details, torque specs, and procedures.

Signs Your 4G33 Might Have Timing Issues

Sometimes, timing problems manifest in subtle ways. Here are some symptoms that could
indicate timing troubles:

**Engine mis?res or back?res:** Incorrect valve timing can cause combustion to

occur at the wrong time.

**Di?culty starting the engine:** Timing that?s 0? can make ignition timing

unreliable.

**Loss of power or sluggish acceleration:** Misaligned camshatft and crankshaft

reduce combustion e?ciency.

**Unusual noises:** Rattling or slapping sounds near the timing belt area.

**Check Engine Light:** Modern vehicles might detect mis?res or timing sensor
irregularities.

If you notice any of these, inspecting the timing belt and related components should be a
priority.

Getting timing right on a 4G33 Mitsubishi engine is an investment in your vehicle?s health
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and performance. Whether you?re doing routine maintenance or troubleshooting,
understanding how the timing system works, how to set it properly, and how to spot
potential problems can make all the di?erence. With the right approach, your 4G33 can
continue to deliver reliable service for many miles to come.

Question

Answer

What is the correct timing

speci?cation for a 4G33

Mitsubishi engine?

The ignition timing for a 4G33 Mitsubishi engine is

typically set to 10° BTDC (Before Top Dead Center) at

idle, but always refer to the speci?c service manual for

exact values.

How do | set the timing on a

4G33 Mitsubishi engine?

To set the timing on a 4G33, ?rst warm up the engine,

then connect a timing light to the number one spark

plug wire. Rotate the distributor until the timing mark

aligns with the speci?ed degree on the timing scale.

What tools are needed to
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check the timing on a 4G33

Mitsubishi?

You will need a timing light, a wrench or socket set to
loosen the distributor hold-down bolt, and possibly a
tachometer to verify idle speed.

Can incorrect timing cause

engine problems on a 4G33

Mitsubishi?

Yes, incorrect timing can lead to poor engine
performance, knocking, rough idling, and increased
emissions on a 4G33 engine.

What is the ?ring order for a

4G33 Mitsubishi engine?

The ?ring order for the 4G33 engine is 1-3-4-2, which is
important to know when setting timing and checking
spark plug wires.

How often should I check or

adjust timing on a 4G33

Mitsubishi engine?

It is recommended to check the timing during regular

maintenance intervals or if you experience performance
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issues; typically every 30,000 miles or as speci?ed in

the vehicle?s maintenance schedule.

Does the 4G33 Mitsubishi

engine use electronic or

mechanical timing advance?

The 4G33 Mitsubishi engine uses a mechanical

distributor with vacuum and centrifugal advance for

timing adjustments.

What is the top dead center

(TDC) position for the 4G33

Mitsubishi engine?

Top Dead Center (TDC) for the 4G33 engine is when the

piston of cylinder one is at its highest point in the

compression stroke, which is the reference point for

setting ignition timing.

How can | diagnose timing

issues on a 4G33 Mitsubishi

engine?

Symptoms like engine knocking, poor acceleration,

back?ring, or rough idle may indicate timing problems;
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use a timing light and inspect the distributor and timing

marks to diagnose.

Is it necessary to adjust

timing on a 4G33 Mitsubishi

after distributor removal?

Yes, after removing and reinstalling the distributor, the

timing must be reset to ensure the engine runs properly

and to prevent damage.

Timing on a 4G33 Mitsubishi: An In-Depth Technical Review

timing on a 4933 mitsubishi engine is a critical aspect that ensures optimal
performance and longevity of this compact yet robust powerplant. Known for its use in
various Mitsubishi vehicles and light commercial applications, the 4G33 engine requires
precise timing adjustments to maintain e?ciency, power output, and fuel economy. This
article delves into the technicalities of timing on a 4G33 Mitsubishi engine, exploring its
timing mechanisms, common challenges, and best practices for maintenance and tuning.
Understanding the 4G33 Mitsubishi Engine

Before examining the timing speci?cs, it is essential to understand the 4G33 engine?s
con?guration and design. The 4G33 is a 1.3-liter inline-four gasoline engine from
Mitsubishi?s Sirius engine family. Typically, it features a single overhead camshaft (SOHC)
design with a timing belt system that synchronizes the camshaft and crankshaft rotation.

The engine?s timing system is fundamental to controlling valve operation, ignition timing,
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and overall engine combustion e?ciency.

The Role of Timing in Engine Performance

Engine timing, speci?cally valve timing, refers to the synchronization of the camshatft
opening and closing valves relative to the crankshaft?s position. For the 4G33, this
synchronization a?ects how air-fuel mixture enters the combustion chamber and how
exhaust gases are expelled. Incorrect timing can lead to suboptimal combustion, reduced
power, increased emissions, or even engine damage.

Moreover, ignition timing?the point at which the spark plug ignites the air-fuel
mixture?works in tandem with valve timing. Both must be carefully calibrated to achieve
smooth engine operation. In the case of the 4G33, timing parameters are often set at the
factory but may require adjustment due to wear, aftermarket modi?cations, or tuning
e?orts.

Timing Mechanism and Components of the 4G33

The timing system of the 4G33 Mitsubishi engine primarily consists of the timing belt,
camshaft sprocket, crankshaft sprocket, tensioner, and idler pulleys. Understanding each
component?s role helps clarify how timing is maintained and what issues may arise.

Timing Belt: A reinforced rubber belt responsible for transferring rotational
motion

from the crankshaft to the camshaft, ensuring valves open and close at the correct

intervals.
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Camshaft Sprocket: Attached to the camshatft, this sprocket is driven by the

2.

timing belt, controlling valve timing precisely.

Crankshaft Sprocket: Connected to the crankshaft, it drives the timing belt and
3.

thus the camshaft sprocket.

Tensioner: Maintains appropriate belt tension to prevent slippage or skipping of
4.

teeth, which could result in timing misalignment.

Idler Pulleys: Guide and support the belt?s path, ensuring smooth operation.
5.

One notable aspect of the 4G33 timing system is its reliance on a timing belt rather than a

chain. While belts are generally quieter and lighter, they require periodic replacement to

avoid catastrophic failure. Timing belt failure leads to loss of synchronization between the
camshaft and crankshaft, potentially causing valves to collide with pistons in interference

engine designs.

Timing Speci?cations for the 4G33 Engine

Accurate timing settings are paramount for the 4G337?s performance. According to

Mitsubishi?s technical manuals, the camshaft should be aligned so that the timing mark on

the camshatft sprocket lines up precisely with the corresponding mark on the cylinder
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head or timing cover. Similarly, the crankshaft timing mark must align with the mark on
the crankcase or timing belt cover when the engine is set to Top Dead Center (TDC) on
cylinder one.

Typical timing belt installation involves:

Positioning the crankshaft at TDC with the timing mark aligned.

Aligning the camshaft sprocket timing mark with the designated reference point.

Installing the timing belt without slack, ensuring the tensioner is correctly adjusted.

3.

Rotating the engine manually through two full revolutions to verify proper

4.

alignment.

Ignition timing, often set at approximately 5° to 10° before top dead center (BTDC) for the
4G33, varies slightly depending on the ignition system and fuel type. This setting
optimizes combustion for fuel e?ciency and power output.

Common Timing Issues and Their Impact

Timing problems in a 4G33 Mitsubishi engine can manifest in various ways, a?ecting
drivability and engine health.

Timing Belt Wear and Failure

As the timing belt ages, its teeth can wear down, or the belt may stretch, causing the
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camshaft to run out of sync with the crankshaft. Symptoms include rough idling, loss of
power, back?ring, or an engine that refuses to start. Considering the 4G33 is an
interference engine, a broken timing belt can result in bent valves and extensive engine
damage.

Incorrect Timing Adjustment

Improper timing settings, whether from incorrect belt installation or ignition timing
misalignment, can cause the engine to run ine?ciently. Over-advanced ignition timing can
lead to knocking or pinging, while retarded timing decreases power and increases fuel
consumption. Valve timing errors can also reduce volumetric e?ciency, leading to poor
throttle response and higher emissions.

Timing Tensioner Problems

A failing tensioner can cause the timing belt to lose tension, creating slippage or noise.
Without proper tension, timing marks may no longer align, and engine performance
deteriorates. Replacing the tensioner during timing belt service intervals is often
recommended to avoid such issues.

Maintenance and Timing Adjustment Best Practices

Maintaining correct timing on a 4G33 Mitsubishi engine involves regular inspection and
replacement of timing components, alongside precise adjustment procedures.

Timing Belt Replacement Interval: Mitsubishi typically recommends replacing
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the timing belt every 60,000 to 90,000 kilometers, depending on usage conditions.

Early replacement is advisable if signs of wear are detected.

Timing Mark Veri?cation: During belt replacement, mechanics should carefully
2.

verify that camshaft and crankshaft timing marks are perfectly aligned to avoid

timing mis?res.

Tensioner and Pulley Inspection: Replacing the tensioner and idler pulleys

3.

concurrently with the timing belt improves reliability and prevents premature

failures.

Ignition Timing Checks: Using a timing light to verify and adjust ignition timing
4.

ensures optimal combustion and engine e?ciency.

Additionally, when upgrading or tuning the 4G33 engine for enhanced performance,

adjusting timing parameters within manufacturer tolerances can yield improvements.

However, excessive deviation from factory settings risks engine damage or reduced

reliability.

Tools and Techniques for Timing on a 4G33 Mitsubishi

Professional mechanics often employ specialized tools to achieve precision timing

alignment:

Timing Light: Used to check ignition timing by illuminating timing marks during
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engine operation.

Camshaft Locking Tools: Assist in holding the camshaft in place during timing
2.

belt removal or installation.

Crankshaft Pulley Holders: Prevent the crankshaft from rotating while adjusting
3.

or tightening the timing belt.

Precise manual rotation of the engine through several cycles after timing belt installation

is critical to verify that no interference or misalignment occurs.

Comparative Overview: Timing in 4G33 vs. Other Mitsubishi

Engines

Comparing the 4G33 timing system to other Mitsubishi engines, such as the 4G15 or

4G63, reveals variations in complexity and design. The 4G63, for instance, is a DOHC

engine with dual camshafts and often incorporates timing chains rather than belts,

a?ecting maintenance schedules and timing adjustment procedures.

The simpler SOHC timing belt setup in the 4G33 provides straightforward maintenance

but demands vigilance in belt replacement intervals. In contrast, timing chains in newer or

larger engines may last longer but are costlier to service if issues arise.

Understanding these di?erences is crucial for enthusiasts and mechanics transitioning
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between Mitsubishi engine platforms, ensuring appropriate timing strategies are applied
for each engine type.

The precision and care invested in maintaining timing on a 4G33 Mitsubishi engine
directly correlate with the engine?s reliability and performance. Whether for routine
maintenance or performance tuning, adhering to manufacturer speci?cations and using
proper tools ensures the engine operates smoothly and e?ciently throughout its lifespan.
4933 engine timing, 4933 timing belt, mitsubishi 4g33 timing marks, 4g33 camshaft
timing, 4933 crankshaft timing, 4933 timing chain, mitsubishi 4933 engine specs, 4933

valve timing, 4933 ignition timing, 4g33 timing adjustment



